From: Williams, Eileen CIV NAVSUP WSS-Mech N752

To: “bhaden@pendercoward.com™
Subject: DON NAVY 2015-006887 - MSDS
Date: Wednesday, August 03, 2016 11:26:00
Attachments: SHERWIN-WILLIAMS-MSDS.PDF

Good Morning, Mr. Haden:

This is the second partial response to your Freedom of Information Act request, DON-NAVY 2015-006887.
Enclosed is the unredacted Material Safety Data Sheet for Sherwin-Williams.

Vr,

Eileen Williams

Eileen M. Williams
NAVSUP WSS FOIA
N752.08

5450 Carlisle Pike

P. O. Box 2020
Mechanicsburg, PA 17055
717-605-4096 - Phone
717-605-2186 - Fax
Eileen.williams@navy.mil


mailto:bhaden@pendercoward.com

MATERIAL SAFETY DATA SHEET

N10G450 DATE OF PREPARATION
2400 May 2, 2014

R

PRODUCT NUMBER

N10G450
PRODUCT NAME

MIL-DTL-24441D/298 Paint, Epoxy-Polyamide, Type IV, Formula 150, Green Primer
MANUFACTURER'S NAME

THE SHERWIN-WILLIAMS COMPANY

101 Prospect Avenue N.W.

Cleveland, OH 44115
Telephone Numbers and Websiles
Product information | (800) 524 5979
Regulatory Information [ (216) 566-2902
Yww.painkdocs.com
Medical Emergency | (216} 566-2917
T {800} 4249300 ,
'brChembalEmelgencyMY(sp:l leak, fire. exposwe, or
oA
02
Fai
ACGIHTLY 20 PPu 55mm
OSHA PEL 50 ppm (Skin) CEBING
B8 100-51-6 Phenyimethanol . ’
ACGHH TLV Not Avadiable ¢15mm
OSHA PEL Nok Available:
2 Polyamidoamineg
Propristary ACGH TLV Not Avaitabie
OSHA PEL. Not Avaiabie
19 Proprietary  Polyamine
’ ACGH TLV Not Avaidable
OSHA PEL Mot Avaitable
36 14307-96-6 Taic .
ACGHS TLY 2 mgim3 as Resp. Dust
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N10G4S0

<'the kver
* the urinary system
* the nervous system
S!GHSANBSYH’TOHSOFOVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure 3 vapors o spray mists.
Redness and fiching or busming sensation may ndicale eye or excessive skin exposure.
HEDICALCOHDITIONSAGGRAVATE)BYEXPOS&RE

:  Flush eyes with kage amounts of water for 15 minutes. Get medical altention; IMMEDIATELY.
SKIN: Wash affecied area lhoroughly wilft soap and waler.
Hmmwmw get medical attention.

FLASH POINT LEL UEL FLAMMABLITY CLASSIRCATION
100 °F PMCC 14 112 Combustible, Flash above 99 and below 200 °F
EXTINGUISHING MEDIA v
UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may expiode when exposed ko exireme heat.
Application 1o hot siefaces requires special precautions.
Dmmwmwmebmmanmammsmmmm;My

Full protective equipment including setf-contained breathing apparatus should be used.
Wates spray may be ineflective. If water is used, fog nozzles are preferable. Water may be used ¥ cool closed containers to prevent presswre
buiid-up and possibie auloignition or explosion when exposed 1o extreme heat.

| | SECTION 6-—ACCIDENTAL RELEASE A MEASURES

Bodpthent iy ety e ek

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPRLED
Remove al sowrces of ignition. Ventilale the area.

STORAGE CATEGORY
DOL Storage Class 11

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contends are COMBUSTIBLE . Keep away from heat and open fiame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not n use. Tmmbwmmmmmm Do not take intemally.

Keep out of the reach of chikiren.
| SECTION 8 —EXPOSURE CONTROLS/PERSONAL PROTECTION .- i e ]

PRECAUTIONS TO BE TAKEN N USE
Use only with adequale ventifation.
Donagamemormﬂmambommmmororwm
Wash hands afler using. .
mmumwmmmammw "as Dust” inx Section 2) which may be present at hazardous
levels only during sanding or abrading of the dried Sim. I no speciic dusts are Isted 11 Section 2, the applicable Bimits for nuisance dusts
are ACGIH TLV 10 mgim3 {iotal dust), 3 mgm3 {respirable Faction}, OSHA PEL 15 mg/n3 (total dust), 5 mghnS (respivable fracion)
VENTILATION
tocal exhaust prefecable. General exhaxst acceptabie i the exposure o malerials in Sedlion 2 is maintained below applicabie exposire
Emits. Refer 1o OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION
I personal exposure cannot be controlied below applicabie knits by ventiiation, wear a properly fithed organic vapor/partculate respirator
WWNM“MWW-:MZ
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mmuammmmmammwwmhmmmmwmm
product, underlying paint, or the abrasive. )
PROTECTIVE GLOVES
Tommmmmmmﬂmwmmmmwthhmz
EYE PROTECTION
To prevent eye contact, wear safety spectacies with unperforaled sideshields.
OTHER PROTECTIVE EQUWPMENT

ALt COMPONENTS.
Intentional mwmmmmmmm:smmmmm.

PRODUCT WEIGHT  11.36 boigat 1350 94
SPECIFIC GRAVITY 1.37
BOILING PONT 243 - 405°F H7-207°C

MELTING POINT  Not Avaiiable
VOLATILE VOLUME 47%
EVAPORATION RATE Slower than

VAPOR DENSITY Heavier than air
SOLUBLLITY IN WATER Not Availabie
VOLATILE ORGANIC COMPOUNDS (VOC Theorstical - As
340bigal 407 gN  Less Water and Federally Exempt Solvents
340igal 407 gh  Emitted VOC
VOLATILE ORGANIC COMPOUNDS (VOC - As Applied) :
<283 1bigal <3401 Less Waker and Federally Exempt Soivents

CHRONIC HEALTH HAZARDS
mmmmmwmwbmmmmmmmm.
Ewmsmwmmwmnmm;MmmeMmhmmm

mamm.mmmwdmmwmbmmmmmmmmh
oertahtypﬁofwrw,mmmhmmmmmmhm.mm-gemobwmedhm
exposed 1o lower concenirations. There is no evidence that eSwibenzene causes tancer i hamans. .

mnmmm.esmm&mmuwmhwmmbmmm
mmnmhmmmmammm I addition, the IARC. summary concludes, "Na
s@tﬁwﬁmbﬁhﬁm%bemdﬂghm&thMMhMbmmm
as pat.”
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N10G450
' TOXICOLOGY DATA,
CAS No. . Ingredient Name
100-41-4 Ethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT 3500 maykg
71-36-3 1-Butanod
LCS0 RAT AHR 8040 pom:
1D50 RAT 790 mg/kg
100-51-6 Phenylmethano!
LC50 RAT £LHR Not Avarable
i LD5O RAT : Not Avaitable
. LCS50 RAT AHR Not Availabie:
LDSO RAT Not Avallable
LC50 RAT 4HR Naok Available
LD50 RAT Mot Available
14807-96-6 Talc
LC50 RAT 4HR Not Avallable
LD50 RAT Not Avaitabie
13463-67-7 Titanium Dioxide
LC50 RAT 4HR Not Available
LD50 RAT Not Availablc:

v oy Py Ry e

ECOTOXICOLOGICAL INFORMATION
No data available.

WASTE DISPOSAL METHOD

Wasle from this product may be hazardous as defined under the Resource Conservation

Wasle most be tested for ignitabilly to determine the applicable EPA hazardous washe numbers.
Incineraie in approved facity. Do not incineraie closed container. Dispose of in accordance wilh Federal, Stabe/Pravincial, and ! ocal

regolations regarding poliution.

and Recovesy Act (RCRAY 40 CFR 261.

. hipping descrioh .
description for a pasticular mode of transport {ocean, ai, etc.), does not indicate that the

WMMMMMHMWbMMMMWWWE&W

responsibility of the person offering the product for transport.

US Ground (DOT)

May be Classed as a Combustible Liquid for U.S. Ground.

UN1263, PAINT, 3, PG ill, (ERG#128)
DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities

1-Butanol 5000 1 RQ :

Xylenes isomers and mixtwe) 100 b RQ
Mcmlmmybeaippodu(mmm):

UN1263, PAINT, COMBUSTIBLE LIQUID, PG lll, (ERG#128)
Canada (TDG)

May be Classed as a Combustible Liquid for Canadian Ground.

UN1263, PAINT, CLASS 3, PG IIl, (ERGF128)
MO .
5 Liters (1.3 Galions) and Less may be Shipped as Limied

UN1263, PAINT, CLASS 3, PG I, (3B Cc.cl EMS F-E, SE
IATAACAD

UN1263, PAINT, 3, PG Il

P g

SARA 313 {40 CFR 372.65C) SUPPLIER NOTIFICATION

CAS No. CHEMICALICOMPOUND % by WT % Elemant

100414 nze le1 -

71-36-3 1-Butanol | 73]

CALIFORNIA PROPOSITION 65
wmmue:mmmmmnms@dmbmmmwm«mmm
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TSCA CERTFICATION .

Al chemicals & this product are listed, or are exempt from listing, on the TSCA ventory.

SRt S R i S o bl

|_SECTION 16

: msmmm%ammmmmammmmmtmwnm

MSDS contains aif of the iformation requived by the CPR.

The above informafion partaint fo this provuct as nilly

additives 10 this product ey substantially alter the composilicn and

2, and i based on the infornsiion aveilable at s e, Adcition of reducers ac other
muummmaumom"m-mm

e e T e gt
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